NEW ZEALAND TAPE SPECIALISTS

CLOTH TAPE RANGE

Fluorescent Gaffer / Cloth Tape

The 0162 is made from a non reflective - matte

finish PE coated cloth. The rubber adhesive is
designed to give a good blend of properties
between quick adhesion and clean removal.

FEATURES:

TEAR

CONFORMS TO,
SURFACES,

%
CLEAN RENOVAL

HAND TORN
Can be torn by hand.

MATTE FINISH

Matt finish for non reflection.

WRITABLE SURFACE

Can be written on with a ball point pen (camera tape).

HIGH VISIBILITY
High visual colour effect with the bright fluorescent
colour finish.

GOOD CONFORMABILITY

Conforms to irregular surfaces.

HIGH STRENGTH

High strength close weave cloth backing.

CLEAN REMOVAL

The rubber adhesive is also designed to
remove cleanly from most surfaces.
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MAIN MARKETS

- Entertainment Industry - Film sets, TV
studios, audio visual, lighting & staging.

. Commercial photography.

- Exhibitions, display and design studios.

- Construction sites for clear identification
markers.

AREAS OF USE:

- Used as a removable non reflective gaffer
tape for film, TV, and stage work.

- Temporary holding of light fixtures,
wire and cable hold down, marking and
labelling equipment cases.

- High visibility colours for marking of
stairs, exits and set positioning.

- Bundling & marking cables, splicing of
dance flooring.

- Colour coding applications as well as
high visibility marking & identification.
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@ Surface testing always recommended to assess tape suitability to the surface & application. See surface application & preparation guide on: www.tapespec.co.nz i.g%
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