
PVC Insulation Tape
Plasticized PVC Tape (no fillers) coated with a special primed 
rubber based adhesive. A good balance between adhesion 
strength, unwind force & film flexibility - does not flag. Excellent 
weather, aging & chemical resistance.

NITTO JOINING & SEALING TAPE
SUPERIOR PERFORMANCE  PVC TAPE “lead free”

Total Thickness:  0.13mm

Size: 48mm x 30m

Colour: Black, Silver, White

Code: 0204 

Retail: 24 Rolls per carton

Bulk: 64 Rolls per carton

Premium product for joining & sealing applications:
Extra conformability for HVAC pipe work & ducting.
Electrical cable insulation & corrosion protection.
Joining plastic sheeting especially for concrete film underlay.
For multi use repairs, sealing, joining & patching jobs.

RECOMMENDED - IMPORTANT:

Product testing is always recommended to ensure the selected product is suitable for the intended application. This testing 
should be carried prior to the final application, please select an inconspicuous place to assess product suitability.
The Tapespec sales team is always available to assist with application guidance and can visit on site to help in the process of 
product selection and application.
Please refer to the Tapespec website for detailed surface preparation & application guides. We can also supply an e-mail or 
physical copy of these guides to ensure all correct procedures are followed.

PH: 0800 226 369

Made in Japan


